
 

海軍大氣海洋局航船布告 
 

中華民國109年5月12日 
32 (暫) 臺灣西部海域 － 海上工程及燈浮設置 
 
依    據 台灣電力股份有限公司海域風電施工處109年4月30日海工字第1093924046及

1093924078號函。 
 
說    明 1. 為配合離岸風電新建工程，即日起至109年7月31日在下列位置進行海上工程。 

2. 新設四座基點浮標，本次工期結束後不拆除，將接續配合其他工程使用。 
3. 航經該水域船隻，請注意避讓。 

 
位    置 詳如附件。 
 
海    圖 04508 - 0356 
 

海軍大氣海洋局局長        
海軍上校   孫 永 大         

 

 

NOTICE to MARINERS 
Published by Naval Meteorological & Oceanographic Office, R.O.C. 

 
May-12-2020 

32 (T) Taiwan West Waters – Maritime Project and Buoy Deployed 
 
Source Taiwan Power Company, letter No. 1093924046 & 1093924078 dated April 30, 2020. 
 
Details 1. Due to offshore wind power construction, maritime work is being undertaken at the 

following positions until July 31, 2020. 
2. Four cardinal buoys have been deployed. After the completion of the maritime work, 

these buoys continue functioning for other maritime works. 
3. Mariners are advised to navigate with caution in the area. 

 
Position See attachment. 
 
Chart affected 04508 - 0356 
 

CAPT. Yung-Da Sun 
Commanding Officer, NMOO 
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附件 
Attachment                                                                            NM 32 
 

A. 海上工程 (藍色標示部份) (Maritime Project (Blue area)) 

   
  

     
 
 
 
 

預佈錨區以北緯 23°59'32.460"，東經 120°13'37.626"為中
心，半徑約 750 公尺海域範圍 

Pre-laid anchor is on the 23°59'32.460"N., 120°13'37.626"E 
with radius of approx. 750m.  

位置 
(Position) 

WGS84 
Latitude (N) Longitude (E) 

(1) Buoy N 24°01'00.42" N 120°14'41.76" E 
(2) Buoy E 24°00'17.17" N 120°16'04.92" E 
(3) Buoy S 23°57'10.52" N 120°14'09.82" E 
(4) Buoy W 23°57'53.75" N 120°12'46.69" E 

 

a. 

b. c. 

(4) 

(3) 

(1) 

(2) 

位置 
(Position) 

WGS84 
Latitude (N) Longitude (E) 

(A) 23°58'36.0" N 120°12'48.0" E 
(B) 24°00'54.0" N 120°14'12.0" E 
(C) 23°58'36.0" N 120°15'24.0" E 

 

(A) 

(B) 

(C) 

主要施工區 
Main work area 

套筒桁架卸載作業預佈錨區 
Pre-laid mooring anchor for 
jacket offloading activities. 

工作船臨時下錨位置
Temporary anchor positions. 
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B. 基點浮標 (Cardinal Buoys) 

項 目 
Item 

燈  名 
Name 

位置 
Position 

(WGS84) 

燈 質 
Characteristics 

1 
 

北方基點浮標 
North cardinal buoy 

 24 01 00.4 
120 14 41.8 

連續快閃光 
明 0.5 秒;暗 0.5 秒 
Q 

2 東方基點浮標 
East cardinal buoy 

 24 00 17.2 
120 16 04.9 

群快閃光(3)10 秒 
明 0.5 秒;暗 0.5 秒 
明 0.5 秒;暗 0.5 秒 
明 0.5 秒;暗 7.5 秒 
Q(3)10s 

3 南方基點浮標 
South cardinal buoy 

 23 57 10.5 
120 14 09.8 

群快閃光(6)6 秒＋長閃光 9 秒 
明 0.5 秒;暗 0.5 秒 
明 0.5 秒;暗 0.5 秒 
明 0.5 秒;暗 0.5 秒 
明 0.5 秒;暗 0.5 秒 
明 0.5 秒;暗 0.5 秒 
明 0.5 秒;暗 0.5 秒 
明 2.0 秒;暗 7.0 秒 
Q(6)＋LFl.15s 

4 西方基點浮標 
West cardinal buoy 

 23 57 53.8 
120 12 46.7 

群快閃光(9)15 秒 
明 0.5 秒;暗 0.5 秒 
明 0.5 秒;暗 0.5 秒 
明 0.5 秒;暗 0.5 秒 
明 0.5 秒;暗 0.5 秒 
明 0.5 秒;暗 0.5 秒 
明 0.5 秒;暗 0.5 秒 
明 0.5 秒;暗 0.5 秒 
明 0.5 秒;暗 0.5 秒 
明 0.5 秒;暗 6.5 秒 
Q(9)15s 
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